Moolm PASS-2-LOAD INSPECTION

SKEL TRAILER - DOLLY INSPECTION CHECKLIST AS2809:2008

This checklist must be completed in conjunction with the SLP
Operating Guidelines for Pass-2-Load Inspections - OG7-3.5

Initial Inspection
Re-inspection
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Defective X

1. Vehicle Placards (If fitted)?

Ref: SLP OG7-V35 | 1 | 2

Are emergency information panels clearly visible, legible and in good condition?

Section 5.11

Are emergency information panels displayed on both sides and the rear of the tank barrel?

Do emergency information panels display emergency contact details and phone numbers?

Can emergency information panels be easily/safely accessed from ground level?

2. Electrical Systems and Wiring

Ref: SLP OG7-V35 (1 | 2

thermal stress?

Check wiring on the vehicle is securely fastened and located such that it is adequately
protected against vibration, impact, abrasion and any other types of mechanical and

Section 5.13.1

least an equivalent effectiveness?

Check the wiring is enclosed in conduit or is it protected by an alternate means having at

Check the wiring has no exposed single insulation or conductors?

Are all lights weatherproof and in working order?

Are light lenses, seals, rubbers and mountings in good condition?

Check, are work lights and switches positioned at least 500mm away from any product valve or
tank opening, free of cracks and protected by wire guards or hardened plastic covers?

Check electrical equipment used during cargo transfer is suitable for use in a hazardous area?

3. Vehicle Drive-Away Protection (If fitted)?

Ref: SLP OG7-V3.5

transfer of product to or from the vehicle?

Does the safety gate activate a brake interlock securing the vehicle against movement during a Section 5.7.1

when the gate is closed?

Is there a safety gate over the inlet/outlet valves that prevents the operator from attaching a loading arm

With the safety gate closed, is the overfill protection system plug prevented from being connected?

Does the safety gate have a secure locking method in the closed position?

4. Safety Equipment (If fitted)?

Ref: SLP OG7-V3.5

(e.qg. fire extinguishers, safety cones, spill kit, breakdown triangles)

Is safety equipment easily accessible and located away from the discharge connections?

Section 5.12

5. Vapour Hoses and Transfer Hoses (If fitted)?

Ref: SLP OG7-V35 | 1 | 2

Will the vapour hose and all transfer hoses on the vehicle at the time of inspection remain in test Section 5.12
date for the 6-month Pass-2-Load period? (or is a service agreement in place)

All hoses on the vehicle have identification tags certifying manufacture and test details?

All hoses and hose fittings are undamaged, and seals are in good condition?

must be closed when connected?

If the vapour hose coupling is stowed/connected to a dummy adaptor the hose coupling poppet

If the vapour hose coupling stowage point is fitted with a device to open the poppet during loading
or unloading, ensure the stowage point is c/w stainless steel wire gauze of 425 to 600 micron?

6. Stowage of Hoses and Other Equipment (If fitted)?

Ref: SLP OG7-V35 | 1 | 2

Are all hoses, fittings and equipment secured on the vehicle?

Section 5.15

If a draining bucket is fitted, it has a lid, a static cable and clamp and is secure and in good condition?

The draining bucket is tagged as continuity tested within the last 6 months?

There is less than 10Q resistance between the cable clamp and any part of the bucket?
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